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�������� �� �� �� �� ��pprroovviiddeess  iinntteelllliiggeenntt  qquuaalliittyy  ccoonnttrrooll,,  tteessttiinngg  aanndd  mmeeaassuurriinngg  ssyysstteemmss  aass  wweellll  
aass  aaddvvaanncceedd  iinnssttrruummeenntt  aanndd  ccoommppoonneenntt  ssoolluuttiioonnss  ffoorr  tthhee  rreesseeaarrcchh,,  pprroodduuccttiioonn  aanndd  
aafftteerr  ssaalleess  nneeeeddss  ooff  tteelleeccoommmmuunniiccaattiioonn  aanndd  eelleeccttrroonniiccss  ppllaassttiicc,,  mmeettaall  aanndd  ppaappeerr  
iinndduussttrryy  aanndd  ffoorr  ootthheerr  pprroodduuccttiioonn  iinndduussttrriieess..  

HD Imaging Solution  
 
· Easy to use and 

install �

· Full HD 1920 x 
1080i, crisp and 
clear picture �

· HDMI connection, 
Aspect ratio 16:9 �

· Optimized image 
quality even in low 
light (exposure, 
coloring) �

· Automatic focus �

· 120 x zooming            
(10x optical and 12x 
digial zoom) �

· Working distance 
and magnifying can 
be adjusted based 
on the lens set �

· Excellent inspection 
ergonomics �

· Comfortable wide 
screen display 
enables team work �

· Documentation tool in reclamation cases �

· Also stand alone solution, no PC required �

· OEM-versions available �

· Customer specific SW features available �

 

 



 

 

Optional Accessories: 
 

· Robust camera stand (1st image) 

· Tilting table (2nd image) 

· Close-up lens +3, working distance 330mm 

· Macrolens +10, working distance 100mm 

· Circular polarization filter 

· Flat 24” Full HD display with HDMI connection 

· Illumination / Ring light 

· Laser pointer 

· Magma PCIe Expansion with ExpressCard host 
card (enables laptop connectivity) 

· Gefen HD Personal Video Recorder (if no PC can 
be used) 

· Adapter plate for microscope stand 

· Jig plate 

        
Requirement for PC (PC connectivity)  

· Dual core processor 2 GHz or faster 
recommended �

· 2 GB RAM recommended �

· Min 1 GB free hard disk �

· Free PCI Express slot �

· CD Reader for software installation � �

· MS Windows XP or Vista �

· Full HD display �

 

The PC needs only one full HD 
monitor, which input source 
(PC or HD camera) is 
selectable via software. Also 
the HD camera can be 
controlled via the PC software. 
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